
SÍ

No

PNTR_DEVICE =255

INITIALIZATION

DEV_PRESENT
=1?

BUFF_XMT =BUFF_SEARCH

BYTE_XMT

SLOT_READ reads (T)rue bit

No (T=1)

Sí (T=0)

BUS_READ
=0?

SLOT_READ read (C)omplement bit

No (C=1)

Sí (C=0 - conflict!)

BUS_READ
=0?

Next bit =0

SLOT_READ

No

(C=0)

Sí (C=1)

BUS_READ
=1?

exit

No (equal)

Sí (they differ)

LAST_CONFL

?
!= PNTR_BIT

Sí

Next bit
=1?

No

PNTR_CONFL =PNTR_BIT

BUFF_XMT =BUFF_DI0

SLOT_WRITE

Incr PNTR_BIT

No
> 64?

SÍ LAST_CONFL =PNTR_CONFL

OPEN_BUFF_DID

copy BUFF_DID to DID_DATABLK

No
(PNTR ahead)

Sí (PNTR behind)

LAST_CONF
>

?
PNTR_BIT

Next bit =0

Next bit =1

Next bit =1

rotate right BUFF_DID

SEARCH ROM ALARM SEARCH

BUFF_SEARCH =H’F0’ BUFF_SEARCH =H’EC’

PNTR_CONFL =0

PNTR_BIT =1

LAST_CONFL =0

LSb of 64

abnormal
reading!!

Incr PNTR_DEVICE

No
(go for the next)

LAST_CONFL
=0?

SÍ

after 1st increment,
pointer =0 (1st device)

exit

open BUFF_DID

CRC_FOR_ID

CRC_OK
=1
?

No

warning

exit

SÍ (valid - add device to list)

OPEN_DID_DATABLK

display No of device and ID

ergodelay

clear BUFF_DID

flag TEQUCEQU1 =0

flag TEQUCEQU1 =1

read (C)omplement bit

warning

exit


